In this paper, a polyvinylidene fluoride (PVDF) piezoelectric transducer was developed to detect laser-induced surface acoustic waves in a SiO 2 -thin film-Si-substrate structure. In order to solve the problems related to, firstly, the position of the probe, and secondly, the fact that signals at different points cannot be detected simultaneously during the detection process, a four-quadrant surface acoustic wave PVDF transducer was designed and constructed for the purpose of detecting surface acoustic waves excited by a pulse laser line source. The experimental results of the four-quadrant piezoelectric detection in comparison with the commercial nanoindentation technology were consistent, the relative error is 0.56%, and the system eliminates the piezoelectric surface wave detection direction deviation errors, improves the accuracy of the testing system by 1.30%, achieving the acquisition at the same time at different testing positions of the sample.
Introduction
Currently, nanoindentation is the main commercial measurement technique for testing the main mechanical properties of thin films. The nanoindentation method is based on the loading and unloading curve analysis of a probe at the surface of a thin film sample to obtain the elastic modulus or hardness. However, this technique still has the following shortcomings: the result is obtained indirectly, especially for unknown samples [1, 2] ; the lateral resolution is limited by the size of the probe [3] , the reliability of the results depends on special measurement conditions and adverse influences, such as creep and thermal drift [2, 4] , influencing the maximum depth and the gradient of the upper unloading curve [5] ; the substrate material affects the precision of the measurement greatly [6, 7] ; due to the surface damage inflicted by the probe, and the required previous preparation of the samples, this technology can be considered as a sort of destructive testing technique [3] . Therefore, exploring new techniques to improve the test accuracy, while reducing the sample damage is an urgent problem, and to this regard, one feasible technique is the application of polyvinylidene fluoride (PVDF) foil transducers for the detection of laser acoustic excitations in thin film surfaces.
Since PVDF is a good material for strain gauges, a sensor made of this material has good pressure and temperature change characteristics [8] [9] [10] , hence, it is a common method to use PVDF piezoelectric film sensors for detecting laser ultrasonic signals [11] [12] [13] . When they are used to detect wave fronts, a pulse laser line source is more appropriate between the sensor and the probe [14] , and the probe should be placed exactly on the direction of the surface acoustic wave propagation [15] , however there is not yet a method to adjust the probe precisely.
The current investigation proposes an alternative to solve this problem by designing a novel piezoelectric sensor, which has four-quadrants testing parts, since they look like the four-quadrants divided by the two ordinate and abscissa axes, so we called it four-quadrant piezoelectric sensor, this sensor can test whether the probe is placed in the correct direction of the calibration, in addition, the experimental dispersion curve of surface acoustic wave is calculated, for what, signals at two different detecting points are needed. The traditional PVDF piezoelectric detection systems require moving the probe from one point to the second testing point, thus, twice introducing measurement repetition errors. The experimental design of the four-quadrant piezoelectric acoustic surface wave probe can eliminate this error, and achieve real-time acquisition of signals in different detection locations.
Surface Acoustic Wave Excitation Patterns and Directivity
Surface acoustic waves have aroused attention as an effective nondestructive testing technique. Based on the surface acoustic wave propagation along the surface, surface waves have an intrinsic interaction with the material surface, so this technique is an ideal method to detect the mechanical properties of near surface layers [15] .
Laser excitation is mainly divided into point source and line source excitation. Figure 1 shows the simulation of surface acoustic wave fronts propagation. Figure 1(a) shows a wave front flat pattern generated by a point laser source. From the figure, it could be seen that the wave front pattern is irregular, and if a linear wedge piezoelectric pressure probe is used to detect the point-sourcegenerated surface acoustic wave, the detection line inevitably falls in different phase wave fronts, Hydrofluoric acid (HF) was used to corrode four mutually insulated sensing quadrants on the PVDF foil surface and two electrodes "+" "−" in each quadrant. Wires were connected to the electrodes by clips and copper rivets. During the experiment, the four-quadrant wedge probes and the excitation line sources are posited as shown in Figure 3 . The calibration of the SAW propagation direction was achieved by adjusting the orientation of the probe.
In the four-quadrant wedge probe showed in Figure 4 , each probe arrangement includes two basic symmetry metal bodies, and each metal body contains two wedges, with a gap of 2 mm between the two wedges. Both metal bodies have four ring-shaped grooves on them, and four screws surrounded by springs, tighten the metal bodies, regulating the distance between the two main metal bodies, which is the distance between the two testing points on the direction of the propagated SAW. This design can adjust not only the perpendicularity of the probe to the wave propagation direction, but also adjust the distance between the two detection probing points, hence reaching a two-dimensional adjustment, ensuring SAW signal measurements accurately, and detecting the signals at different locations simultaneously, hence eliminating the direction deviation and the repeatability errors of measurement.
The Experimental Setup and Calculation Principle
The system used a 532 nm wavelength, 800 ps pulse laser as the surface acoustic wave excitation source. The pulse laser passes through a collimating and expanding beam treatment, it is reflected downwards, and passed through a cylindrical convex lens, gathering the beam into a straight line on the surface of the sample, and consequently, generating the SAW. After the surface waves propagate along the sample surface for a certain distance, they are detected by an oscilloscope acquisition system, passing through a charge amplifier, and then the experimental signals are loaded into a computer that process and uses an algorithm that compares the dispersion curve with that of a theoretical model, thereby obtaining the Young's modulus of the thin film. A schematic diagram of the SAW detection system is shown in Figure 5 . 
Experimental Results
In this paper, the design of a four-quadrant piezoelectric transducer SAW detection system improves the sensing capability of an existing simple piezoelectric SAW detection system, since now the probe direction can be calibrated by the time domain waveforms, hence eliminating the error introduced by the direction of the propagation signal, and besides, measuring two SAW signals at two different detection points at the same time. The experimental sample is a SiO 2 thin layer on Si substrate. Specific physical parameters of the sample are shown in Table 1 . In the experiment, when the four-quadrant piezoelectric probe direction and the surface acoustic wave propagation direction have a small angle deviation, the output signal of the four-quadrant probe has the following performance as shown in Figure 6 . At this point, the time domain A+ and A− waveforms have an obvious deviation compared with the time domain B+ and B− waveforms, indicating that an adjustment of the direction piezoelectric probe is needed. However, there may be other situations when A+/A− waveforms and B+/B− waveforms could be different, for instance, no matter how accurate we adjust the angle between the sensor and the sample, the waveforms still cannot overlap each other, then this phenomenon shows us that some deviations caused from material properties discrepancy and/or fabrication inaccuracies, as an additional result, are being encountered. Our recommendation in this case is to move the sensor to other sample region in order to investigate the sample homogeneity and a proper region to calculate the Young's modulus.
After the adjustment of the probe is made, then we can ensure a more reliable calculation of the experimental dispersion curve from the acquired surface acoustic waves, and compare with the theoretical dispersive curves.
The calculation procedure to determine the Young's modulus of a thin film is the following. First we compute the experimental relation of the SAW phase velocity propagating in the sample versus the working frequency range, the so called dispersion curve, by using Equation (1):
where f is the elastic wave frequency, In Figure 8 we can observe the fitting results of the theoretical curves with, first, an experimental dispersion curve under coincidence conditions of the probe and, second, with an experimental dispersion curve without adjusting the coincidence of the probe with the propagation direction. As one can see from Figure 8 , the final results of the fitting procedure for the two experimental dispersion curves with adjustment and without adjustment can turn into different Young's modulus values, as in this case, 72.467 6 and 71.543 GPa, respectively, meaning an improvement of 1.3% in relative error.
Since nanoindentation is the main reliable commercial measurement method to detect Young's modulus of thin films, a cross validation of this results may be useful for experimental verification purposes. Therefore, a commercial nanoindentation equipment from the Nano company was used to test the Young's modulus of the sample, resulting in the loading and unloading curves shown in Figure 9 . Figure 9 . Nanoindentation loading and unloading curves.
Based on the analysis of unloading curve, the value of Young's modulus of this sample was found to be 71.147 GPa. As shown in Table 2 , the results of the four-quadrant piezoelectric transducer detection method and the nanoindentation measurements are basically consistent. The relative error is 0.56% when the piezoelectric probe is adjusted, while when the probe has 1° deviation, the relative error in comparison with nanoindentation is 1.86%. From these results, we could demonstrate that the four-quadrant piezoelectric foil probe measurement is consistent and accurate, and the acquisition of the surface waves can be tested in two different locations at the same time. 
Conclusions
In this paper, a novel four-quadrant piezoelectric foil transducer was designed and used for consistently detecting laser-induced surface acoustic waves. This improvement achieved a better adjustment of the probe detection direction with respect to the propagation direction, so that the accuracy of measurement is improved by 1.30% in comparison with a 1° deviated probe, while the probe also was able to detect two surface wave signals at two different testing points simultaneously, thus eliminating the direction deviation error.
